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* Exclusive use onlyBui l t - in DIO
CANopenEX Modules

Expansion UnitsSpecial  I /O Controller Memory

Control ler

* Uses built-in DIO s four points.
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Switches between amber and red.

LT-3300S/L
USB SIO

LT-3301L

LT-3201A
USB5.7"

QVGA

3.8"
QVGA

Controllers that combine display and operations.

Introducing the "New Thinking" LT3000 Series controller and display.
Feature Rich 5.7" displays
with scalable I/O

STN Color 4,096 colors / Monochrome16 shades DIO 32 points 3 Expansion Slots Ethernet

Up to 80 I/O Points
32 built-in I/O points are standard. These can be used for 
special I/O such as pulse outputs. By adding 3 EX modules, 
you can have up to 80 points.

                    (Network Standard)
EN50325-4 Network Standard. LT3000 supports CANopen. 
Using the LT as a master, you can connect to I/O 
equipment on the CANopen network. See our support site 
for recommendation slave units.

Useful

Expandable

Ease of Use

Brilliant

Effortless

USB / Ethernet Ports and Data Collection
The USB port comes standard. This enables using USB 
memory to collect and transmit screen and production 
data with ease. Real-time collection and management of 
production data is possible over the network.

Full Graphics Displays in Beautiful Color
In addition to the monochrome display, you can use the 
4,096 color STN model. Its 5.7" screen allows you to 
fully express your images in brilliant colors.

Reduced Development Time
You can program ladder logic, draw the screen interface, 
and set up communication, all in a single application. Even 
for the beginner developers the program is easy to use,

 as it utilizes drag and drop operations for drawing and setting up. 

Color and monochrome models.

Product Name

LT-3300S

LT-3300L

LT-3301L

LT-3201A

Pulse Output

Max.65kHz
Counter Input

Max.100kHz

FLASH
EPROM
132KB

Equivalent to 15,000 Steps
(Up to 60,000 Steps)

3 EX Modules Max. 
Up to 48 Inputs / Outputs 63 Stations

2 EX Modules Max. 
Up to 32 Inputs / Outputs

32 points
  Inputs: 16 Outputs: 16

18 points
  Inputs: 12 Outputs: 6

Palm-sized 3.8" display

DIO18 Points 2 Expansion Slots

Useful

Expandable

Ease of Use

Brilliant

Effortless

Up To 50 I/O Connections
Offers compact size with 18 built-in I/O points. This can be 
used for special I/O such as pulse outputs. By adding 2 EX  
modules, you can have up to 50 points.

USB Port and Data Collection
The USB port comes standard. This enables using USB memory 
to collect and transmit screen and production data with ease.

Full Graphics in a Compact Display
Even though the screen is small, do not limit yourself to text. 
You can display graphics and images beautifully on the screen.
The backlight also allows you to switch between amber and
red to indicate alarms and other conditions. 

 (Network Standard)
EN50325-4  Network Standard. LT3000 supports CANopen.
Using the LT as a master, you can connect to I/O equipment
on the CANopen network. See our support site for 
recommendation slave units.

Product Name

LT-3300S

LT-3300L

LT-3301L

LT-3201A

Resolution Display SizeSerial Port USB (host) Port Ethernet Port Display Type

Display

QVGA

3.8"

5.7"

4,096 STN Colors

Monochrome 16 Shades

(Amber / Red)

Monochrome 8 shades

USB SIODIO 32 points 3 Expansion SlotsMonochrome 16 shades

Program your ladder logic, user interface and communication settings all
in a single application. Even for the beginner developer’s programming is 
easy, as it uses convenient drag and drop fordrawing and configuration. 

Reduce Development Time

Monochrome 8 Shades

Bit Inputs / Outputs :
1024

Integer Inputs / Outputs :
256

���-�5���������@�&���R�Y�E���������������������������������1�.�����Ö�”�´����



USB

Expandable Reduce Equipment Space  While Expanding Capabilities

Possible because 5.7"model       connects. 

Ethernet

Serial (RS-232C / 422 / 485)������

Logic Monitor
Display the whole ladder 

program.

You can check the operation 

status and logic program.

Address Monitor
Displays addresses used in 

the ladder program. 

Displays variables and their 

current values.

Check logic operations without a PC
More�‚��Simple programming

enables you to cut work hours.
  For details, see
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LT3000 out
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LT3000

out

inLT3000

out in

in / out

LT3000

Cleaning machine Packing machine

DIO

EX Modules / CANopen Master Unit

Built-in DIO [DC, High-Speed Counter, Pulse Catch inputs]
EX Modules [DC, Analog, Temperature inputs]
CANopen [Connect to CANopen-supported slave units]

Built-in DIO [Transistor, Pulse, PWM outputs]
EX modules  [Transistor, Relay, Analog outputs]
CANopen [Connect to CANopen-supported slave units]

IN OUT

Limit Switch Encoder Stepping
Motor

Motor
Drive

Pump

Enhanced Control Features for a Variety of Devices

Sensor Emergency Button Thermometer Flow Rate / PressureSolenoid Valve
* EX modules only * EX modules only

Still relying on PLCs, switches and lamps? With just    the LT3000 Series you can do all this and more. 

C E RTA I N T Y !

Control  the speed of  a conveyor wi th a
s tepp ing  moto r.  Connec t  d i rec t l y  to  a  
t e m p e r a t u r e  c o n t r o l l e r  u s i n g  s e r i a l  
communication to eliminate the need for a PLC. 

65 kHz Pulse Output 
(Standard feature)

Conveyer

Valve control

Detecting sensor Detecting sensor Detecting sensor

Pulse output

Valve control Valve control

Detergent Cleaning
Dehydrating

Drying

Stepping
motor

Motor
driver

Thermometer

S
er

ia
l

100 kHz High-Speed
Counter
(Standard feature)
Control an inverter by entering positional
information with an encoder. Gather real-time
production information and control with precision. 

Feed roller
Cutter

Cutter control

Tape

START/STOP Control

Encoder

Motor

Inverter

P R E C I S I O N !

Ethernet

Control the flow to a tank or its temperature
with analog I/O and temperature inputs.
Even with reduced space,interactive
operation is improved with the touch
panel.  

Analog Input / Output
(EX Module)

Circulating pump controlAnalog output

Sensor and control valve
Heat exchanger

Alarm and valve control

Temperature input

Water level sensor

Analog input or 
high-speed counter

Circulating cooling water

Cooling water

Flow rate 
controller

Circulation pump

P E R F E C T I O N !

Coolant Circulator

DIO Expansion
Module (EX Module)
Expansion modules enable adding I/O
as the number of lockers increases.
Of course, with password keys you can
lock and unlock lockers.

Password input

Sensor Sensor Sensor Sensor

KeyKeyKeyKey

S C A L A B L E !

Handle data in the field without a PC
With a USB memory stick, you can update screens, retrieve production data, as well as change
passwords and labels.

Previously, a PLC was needed to connect to a temperature controller. With the 5.7" model, use the serial interface to
connect to a temperature controller or other types of boards, thereby reducing your overall equipment cost.    

Manage production data in real-time 

Direct connections to temperature controllers without a PLC

With LT-3300S/L

With LT-3300S/L and LT-3301L

Delivery lockers

Using a PC you can set up accurate and efficient
production controls, such as automating work
instructions or collecting real-time production data.
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